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If you are collecting the equipment for someone else please make sure this sheet is given to them. If the equipment is 

being hired for commercial use it should be given to the site supervisor to ensure it is available to all users. 
 

The maximum towing speed for a trailer is 90km/hr. 

 
 
 
 
 
 
PRE-START CHECKS 
-Fuel tank is full (Petrol 91) 
-Check engine oil level 
-Feed and discharge shoots are clear   
-Inspect material to ensure it’s free of 
stones, gravel, glass, wire, metal and dirt 
-Do not put flax, bamboo, toi toi, vines or 
cabbage tree in the machine 
-Level machine before starting  
-Ensure you have no loose clothing or hair 
that could get caught 
 
STARTING PROCEDURE 
1. Turn choke on, turn on/off switch on & 
pull cord to start. 
2. Turn choke off once started. 
3. Move throttle lever to the left for full 
power 
4. Slowly turn handle clockwise to engage 
drive to allow the flywheel to pick up speed 
(Do this slowly as the high inertia of the 
flywheel can stall the engine) 
5. Move throttle lever up for full power this 
will engage the hydraulic feed  
 
OPERATION 
- Feed material into machine 
-The bigger the material the slower you 
want the feeder speed  
-If you feed material into the machine too 
fast it will stall 
-Restrict diameter size to machine 
specifications (3”/75mm MAXIMUM) 
-Should a blockage occur stop the machine 
before clearing 
-Never place limbs inside the chute of the 
machine when in operation 
 
 

 
 
 
 
 
 
STOPPING AND AFTER USE 
1. Let all material finish feeding through 
machine 
2. Disengage lever (Turn anticlockwise) 
3. Push throttle back to idle and let machine 
slow down  
4. Turn engine off (The flywheel will spin for 
1-2 minutes) 
 
SAFETY PRECAUTIONS 
-Keep hands and clothing away from any 
moving parts 
-Never let hands or clothing enter inlets or 
outlets while machine is operating. 
-Operate only in areas free of children and 
onlookers with good ventilation and level 
ground 
-Always disconnect it from the towed 
vehicle before operating. 
-Do not put flax, bamboo, toi toi, vines or 
cabbage tree in the machine  
 
FUEL 
Petrol 91 
 
REQUIRED SAFETY EQUIPMENT 

 

Chipper 3”– Instructions for use 
 


